OPERATING GUIDE

REZ000LED KEYPAD

‘The RP2000OLED is a remote arm/disarm station with bypassing
capability for use with Napco’s MA2600-Series control panels.
Featuring soft-touch keys and built-in backlighting, its modern,
attractive styling will complement any decor.

Napco Security Systems, Inc.,
333 Bayview Ave., Amityville, New York 11701



TABLE OF CONTENTS
Section Page
CENTRAL-STATION MONITORING . . . ..o ovie e 3
GLOSSARY . . e e 4
KEYPAD CONTROLS & INDICATORS . . . oo vr i 6
SETTING THE ALARM (ARMING) WHENLEAVING . . ... ... 9
TURNING OFF THE ALARM (DISARMINGY WHEN RETURNING . 9
PROTECTING YOURSELF WHILE ON'THE PREMISHES . . . ., . 10
FIREPROTECTION . 000 v i ies o 11
PREPARING A FIRE ESCAPEPLAN .. ........ U 11
WARRANTY .ttt e e e e e e e 15

TO SHUT OFF AN ALARM WHILE ARMED:
ENTER YOUR CODE, THEN PRESS THE [ON/OFF} BUTTON.

FOR SERVICE, CALL:

CENTRAL STATION:

© NAPCO 19% DESHGN PATS. PENDING

CENTRAL-STATION MONITORING

Your alarm specialist may have programmed your system to be monitored by a
central station, The built-in digital communicator can transmit emergency
signals and status reports to the central station 24 hours a day.

COMMUNICATOR FEATURES

Abort Delay. Ask your installer which of your zones have abort delay, a delay
that enables you to reset the system before it communircates to the central
station.

¢ Regular Burglary (Non-24-Hour) Zone reports are aborted by disarming
within the delay period,

®24-Hour Zones and zones programmed to report restores must be restored
first, then the panel armed and disarmed, all within the delay period.

Opening and/or Closing Reporting. Your system can notify the central station
every time it is disarmed or armed. Any or alf of up to 15 different users can each
be identified. If your system reports on arming (Closing Report), the eentral
station will acknowledge arming by means of a “eingback” tone, a short verifica-
tion beep that will sound at the keypad.






